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RELATED
DOCUMENTATION

CONVENTIONS
USED IN THIS
MANUAL

ABOUT THIS MANUAL

The LifeSize Multipoint User Guide describes how to use the LifeSize
Multipoint and describes the functionality of each feature of the Administrator
and Conference Control interfaces for web-based configuration, monitoring and
control.

The LifeSize Multipoint documentation set is available on the LifeSize Utilities
and Documentation CD-ROM and the Customer Support page of the LifeSize
web site.

Note You require Adobe Acrobat Reader version 5.0 or later to open the PDF
files. You can download Acrobat Reader free of charge from www.adobe.com.

The LifeSize Multipoint is sometimes referred to as “the LifeSize Multipoint”
throughout this manual.

This manual uses the following conventions:

Convention Description

Blue Headings in Upper Case Level | headings introducing major sections.
&

Pointing hand icon introduces a procedure.

orange link Live links appear in orange.
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Conference Control Interface

SIGNING OUT OF THE You can exit the Create Conference window by clicking the Sign out button.
CREATE

CONFERENCE
WINDOW
& Procedure

1 Access the Create Conference window.

2 On the control bar, click Sign out.
CONFERENCE From the LifeSize Multipoint Conference Control interface, you can:
CONTROL m  View active conferences hosted on the LifeSize Multipoint or on
INTERFACE cascaded LifeSize Multipoint units.

m  View conference participant details.

m  Create conferences.

m  Control conference connections.

®  Monitor and manage conference behavior.

While all users can view the Conference Control interface, access to conference
management features is controlled by authorization access levels: Administrator,
Operator, Moderator and User.

Figure 2-2 shows the Conference Control interface.

Figure 2-3 on page 87 to Figure 2-6 on page 89 show the elements of the
Conference Control interface in more detail.

Table 2-4 on page 90 lists these elements in numerical order of the labels in
Figure 2-3 to Figure 2-6.

Table 2-5 on page 95 lists these elements in alphabetical order.
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Conference Control Interface

Figure 2-2 Conference Control Interface Elements
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Conference Control Interface

Figure 2-5 Conference Control Participant List Tab
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Conference Control Interface

Figure 2-6 Conference Control Conference View
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Conference Control Interface

Table 2-4 Conference Control Interface Elements by Number
Numbered Label Description

Status Bar

1 Participants field. Displays number of participants in the

current conference.

2 Reserved/Max field. Displays the reserved number of
participants and maximum number of participants for this
conference.

3 Media type icon indicating that this conference supports voice.

An error symbol appears if a media processing error occurs in
the LifeSize Multipoint.

4 Media type icon indicating that this conference supports
video. An error symbol appears if a media processing error
occurs in the LifeSize Multipoint.

5 Media type icon indicating that this conference supports T.120
data sharing.

6 Encryption field. Displays the level of encryption for this
conference: best effort, encryption required or strong
encryption required.

7 Bandwidth ficld. Displays the bandwidth the current
conference is using.

8 Speaker field. Displays the participant currently speaking in
the conference.

Toolbar

9 Create Conference button.

10 View Conference List button. Click to view the Create
Conference window. See Conference List Window on
page 82 for more information.

11 Terminate Conference button.
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